MAINTENANCE  LOG  FOR  BMW  328i

1996  VIN #  WBACD432  Manufacturer date Feburary 1996

	Date
	Vehicle mileage
	Filter-fluids oil-air-fuel
	Spark plugs
	Tires Wheels
	Specifics-List
	Replace / Repairs-List


	28 Nov 2001
	91337 miles
	
	
	
	Purchased from M.J. Sales in Fort Worth, Texas.  The car had been a Certified Pre-Owned BMW program vehicle with 100,000 mile extended warrantee running out on March 2002.

	28-30 Nov. 01
	
	
	
	
	Drove the car from Texas to Virginia. 

Obtained 33.4 mpg while driving at 80 mph.

	30 Nov. 2002
	92400 mi.
	
	
	Repair tire
	Nail in tire so a plug was done on the LR.
	

	10 Dec. 2001
	92993 mi. by Atlantic Autowerks
	Engine oil and filter
	
	
	Castrol GTX 10W-40 oil…6 ½  quarts.
	

	23 Feb. 2002
	97700 mi. by Curt
	Engine oil and filter
	
	
	Castrol GTX 10W-40 oil…6 ½  quarts.
	

	28 Feb. 2002
	97868 mi. by

Checkered Flag
	
	
	
	They fixed the drivers seat from the clicking.
	The ‘Service Engine’ light code indicates low emissions efficiency.  They say the cat is bad.

	7 April 2002
	100300 mi.

by Curt
	
	
	
	Reset SI Interval lights to green
	Use pins 19 & 7 for about 6 seconds.

	11 May 2002
	102000 mi. 

by Curt
	
	
	
	Replaced the air boot to the alternator.
	Clay Bar’d the paint.  Zymol applied.

	31 May 2002
	104400 mi.

by Curt
	Engine oil and filter
	
	
	Castrol GTX 10W-40 oil…6 ½  quarts.
	

	10 July 2002
	110000 mi. by Sports & Imports
	
	
	New tires
	Mounted new Bridgestone RE-950 tires.
	Sanded and painted the wheels.

215/60/15

	18 Aug 2002
	111300 mi.

by Curt
	Engine oil and filter
	
	
	Castrol GTX 10W-40 oil…6 ½  quarts.
	

	5 Nov. 2002
	116000 mi. by Atlantic Autowerks
	Micro-filter
	
	
	Bob Brochu installed a factory remote.
	Replaced micro-filter while in there.  Also replaced LF headlight.

	7 Nov. 2002
	116000 mi. 

by Curt
	Engine oil and filter
	Bosch F8LDCR
	
	Castrol GTX 10W-40 oil…6 ½  quarts.
	Replaced the spark plugs.

	5 Feb. 2003
	121300 mi. by Sports & Imports
	
	
	
	Replaced catalytic converter with a used M3 cat.

	13 Feb.   2003
	121690 mi.

by Curt
	Engine oil and filter
	
	
	Castrol GTX 10W-40 oil…6 ½  quarts.
	

	22 Feb. 2003
	122,300 mi.

by Curt
	
	
	Rotors & pads
	Replaced front rotors and pads (Pagid)
	

	15 Mar. 2003
	Ken Smith
	
	
	
	Repaired stereo head unit display. 

	7 May 2003
	126,800 mi.

by Curt
	Engine oil only
	
	
	Castrol GTX 10W-40 oil…6 ½  quarts.
	Replaced passenger side low-beam bulb.

	18 June 2003
	129,500 mi.

by Curt
	Engine oil and filter
	
	
	Castrol GTX 10W-40 oil…6 ½  quarts.
	


Body is E36 style and engine is M52.  SI reset on pins 19 & 7
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MAINTENANCE  LOG  FOR  BMW  328i
1996  VIN #  WBACD4322TAV38720    Manufacturer date Feburary 1996

	Date
	Vehicle mileage
	Filter-fluids oil-air-fuel
	Spark plugs
	Tires Wheels
	Specifics-List
	Replace / Repairs-List


	2 Feb. 2010
	220,750 mi.

By Atlantic
	
	
	New tires
	Mounted new General Altimax HP 205/60-15
	Noticed the rear brake pads are low.  

	15 Feb.
2010
	221,000 mi.
By Curt
	
	
	Rear brakes
	New rear rotors and OEM pads
	

	20 June 2010
	224,200 mi.

by Curt
	Engine oil and filter
	
	
	Valvoline 10W-40 oil…7 quarts.
	

	July 2010
	224,500 by 

Sports & Imports
	
	
	
	Replaced A/C belt and tensioner
	

	20 Nov.

2010
	228,700 mi.

by Curt
	Engine oil and filter
	
	
	Added a engine oil flush cleaner before oil change.  Valvoline 10W-40 oil…6 1/2 quarts.

	18 May 2011
	234,400 mi.

by Curt
	Engine oil and filter
	
	OK
	Castrol GTX 10W-30 oil…6 quarts, 1 quart 20W-50. 

I checked the tires for rotation and they were ok at this point.

	8 Aug.

2011
	238,000 mi.

By Curt
	Engine oil and filter
	
	
	Valvoline 10W-40 oil…6 1/2 quarts.  

Put 2.5 quarts in the trunk for her to use.
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Body is E36 style and engine is M52.  SI reset on pins 19 & 7
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